
Model

VAF-C 250 220 / 380 65/100 0,4/0,62 45 7,4

220  / 380 0,45/0,65 48 8

220 / 380 1,05/0,65 53 8,2

220 / 380 1,17/0,66 56 8,8

220 / 380 1,1/0,66 60 10

220 / 380 1,1/0,67 62 11

Voltage
(V)

Power  
(W)

Current
(A)

Speed
(r.p.m)

A�rflow
(m³/h)

Sound
dB(A)

We�ght
(kg)

12001450

VAF-C 300

VAF-C 350

VAF-C 400

VAF-C 450

VAF-C 500

50

50

50

50

50

50

Frequency
(Hz)

90/130

160/135

185/150

200/155

230/160

220 / 380 1,07/0,67 63 14,6VAF-C 550 50 220/165

220 / 380 1,15/0,68 65 15,6VAF-C 600 50 235/170

1450

1450

1450

1450

1450

1400

2800
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3250

4500

5000

5500

6000

8000

Motor Ins�de of
A�rstream

Supply &
Exhaust A�r Wall Mount

VAF-C
Wall Mounted Ax�al Flow Fan

MOTOR INSULATION CLASS

MOTOR PROTECTION CLASS

MOTOR EFFICIENCY CLASS

MOTOR ENCLOSURE TYPE

MOTOR BRAND

BODY MATERIAL

BODY COATING

IMPELLER MATERIAL

DUTY CYCLE

WORKING TEMPERATURE

F CLASS

IP 55

-

TEFC

GAMAK-VOLT-WAT

GALVANIZED SHEET METAL

ELECTRO-STATIC POWDER COATING

GALVANIZED SHEET METAL

IEC Duty Cycle-S1

-20 - +50 °C

STANDARDS IEC-60335-2-80, ISO 1940-1

A wall-mounted ax�al fan �s a type of mechan�cal fan that �s des�gned to move a�r parallel to �ts shaft or ax�s. These fans are
commonly used �n var�ous appl�cat�ons to prov�de vent�lat�on, cool�ng, or a�r c�rculat�on. When choos�ng a wall-mounted ax�al
fan, �t's �mportant to cons�der factors l�ke the s�ze of the space, the requ�red a�rflow rate, no�se levels, and any spec�f�c
env�ronmental cond�t�ons �n wh�ch the fan w�ll operate. Proper �nstallat�on and ma�ntenance are also cruc�al to ensure the
fan's opt�mal performance and longev�ty.

DRAWING
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220 / 380 1/0,8 61 7,4VAF-C 250-2K 50 230/150 2900 2200

Model

VAF-C 250 114

325 114

374 114

427 114

470 114

518 125

VAF-C 300

VAF-C 350

VAF-C 450

VAF-C 500

277

360

405

455

516

560

D D1 L

251

560 130VAF-C 550 595

610 130VAF-C 600 645

VAF-C 400

251 114VAF-C 250-2K 277
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