
Motor Ins�de of
A�rstream

Supply &
Exhaust A�r

VLF-BIF

B�furcated Ax�al Fan

MOTOR INSULATION CLASS

MOTOR PROTECTION CLASS

MOTOR EFFICIENCY CLASS

MOTOR ENCLOSURE TYPE

MOTOR BRAND

BODY MATERIAL

BODY COATING

IMPELLER MATERIAL

DUTY CYCLE

WORKING TEMPERATURE

F CLASS

IP 55

IE3

TEFC

GAMAK-VOLT-WAT

GALVANIZED SHEET METAL

-

ALUMINIUM

IEC Duty Cycle-S1

-20 - +50 °C

STANDARDS IEC-60335-2-80, ISO 1940-1

A b�furcated ax�al fan �s a spec�al�zed type of ax�al fan w�th a un�que des�gn that has two separate a�rflow paths or outlets.
Th�s des�gn allows the fan to d�rect a�r �n two d�fferent d�rect�ons s�multaneously or sequent�ally. B�furcated ax�al fans are
used �n var�ous �ndustr�al and commerc�al appl�cat�ons where prec�se a�rflow control or d�str�but�on �s requ�red.

Overall, b�furcated ax�al fans are valued for the�r versat�l�ty and ab�l�ty to prov�de ta�lored a�rflow solut�ons �n var�ous sett�ngs.
When select�ng a b�furcated ax�al fan, �t's �mportant to cons�der factors such as the requ�red a�rflow capac�ty, motor power,
control opt�ons, and the spec�f�c or�entat�on of the dual outlets to meet the demands of the appl�cat�on.

Model

VLF-BIF 560/5-25 380 0,75 75

380 80

380 83

380 85

Voltage
(V)

Power  
(kW)

Speed
(r.p.m)

A�rflow
(m³/h)

Sound
dB(A)

81501466

VLF-BIF 630/5-30

VLF-BIF 710/5-30

VLF-BIF 800/5-30

50

50

50

50

Frequency
(Hz)

1,10

1,5

2,20

1465

1472

1459

13480

19210

25560

Heat Res�sdance

120

VLF-BIF 800/5-35 380 3 89

380 90

380 94

380 97

269401463

VLF-BIF 900/5-35

VLF-BIF 1000/5-40

VLF-BIF 1000/8-40

50

50

50

50

4

7,5

15

1471

1478

1456

34150

49570

58850

VLF-BIF 1000/8-45 380 18,50 99

380 100

380 102

660701458

VLF-BIF 1120/8-40

VLF-BIF 1120/8-45

50

50

50

22,00

30,00

1471

1474

84620

92270

In-l�ne
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DRAWINGS
OPTIONS

Electro-stat�c Powder
Coat�ng W�th Any RAL

Color

Alum�n�um or Plast�c
Blades

Custom Product�on For
Any Flowrate
and Pressure

System Automat�on
5, 8, 12 and 16 Blades

Opt�ons

 S�ngle and Double
Speed Motor Opt�on

AL /
PA

DRAWINGS

Model

VLF-BIF 560/5-25 560 500

630
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800

A C Ø D E

1211
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VLF-BIF 710/5-30
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AXIAL FANS / B�furcated Ax�al Fans

Voltvent Vent�lat�on Systems 62 www.voltvent.com



VLF-BIF 560/5-25
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VLF-BIF 1000/5-40
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VLF-BIF 1120/8-45
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